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The data collected in the  
Hardware‐In‐the‐Loop  
Simulation (HILS) gives ideal 
scenario conditions.
The Delay Line Alignment of all 
four lines meet at a single 
vertex.  In this case, “X marks 
the spot” for the image’s center 
of secondary mirror.
For this test, tracking using 
centroiding is turned off. The 
gyroscopes are used to keep the 
telescope pointing in the same 
direction.
The pixel positions of the star of 
both DLA positions  are plotted 
and the solutions to the linear 
equation determined the center 
of the FCM.
Image 1 and 2 are examples of the cross test done for the Delay Line during LineOps on two nights. 
These images are made from eight (four each) images taken with the Focal Plane Imager (FPI).  
These images were inverted for better contrast.
In image 3, images 1 and 2 are stacked together. This gives a 
visual confirmation this technique works. Connecting the 
points together reveals the turn point of the image.
Results
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• Simulations in the HILS do not account for 
atmospheric extinction and weather conditions. 
• Telescope collimation will be limited to 2 arc‐second 
accuracy during ideal weather conditions on the 
ground.
•In Run 2, results determined the alignment to be 
accurate to .5 arcseconds or 1 pixel using the centroid
of the triangles.
Further Testing 
• Constant weather monitoring and sky condition should be done  
during ground observations .
•Monitoring the scintillation of the star in real time should be done  
to properly understand and determine the error in these types of 
measurements.
